
SPLIT TRACK

Highly adaptable, the Faze Split Track is the perfect design solution. 
Paired together or used individually, the Split Track has a modern 
design aesthetic that fits seamlessly into any interior space.

PROJECT DETAILS

PROJECT:

TYPE:

NOTES:

FEATURES DIMENSIONS

Innovative Rotating Lens Head.
High Quality Aluminium Housing.
Adjustable up to 60° and Rotatable up to 350°.
Discreet Lock-In Mount, complimenting its minimalist design.
Compatiable with remote Casambi CBU-TED Bluetooth Controllable 
Dimmer (71-CASCBU)
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DRIVER SPECIFICATIONS

PRODUCT CODES

GENERAL SPECIFICATIONS
Power

Dimming

350mA 240V Built-In 
Dimmable Driver

Phase Cut Dimming

Power Factor > 0.90

White, 3000K 83–SPT12W503

83–SPT12W504White, 4000K

Black, 3000K 83–SPT12B503

83–SPT12B504Black, 4000K

ACCESSORY CODES
36° Reflector 83–RFL36

83–RFL2525° Reflector

Black Baffle 83–SPLITRB

Gold Baffle 83–SPLITRG

LED 12W

Lumens 1255 lm
1320 lm

(3000K)
(4000K)

Efficacy Up to 91 lm/W

Material Powder Coated Aluminium

Finish White  |  Black

Beam 50°   |   36°   |   25°

CRI 90+

IP 20

Colour Deviation SDCM ≤3

UGR <19

Lifetime >55,000hrs L80 B10

Warranty 5 Years

Colour Temperature 3000K, Warm White
4000K, Cool White

DALI Dimming Available Upon Request

200mm

Ø65mm

1300 438 609
radiantlighting.com.au

Honeycomb Lens 83–AIRH

83–SPLITRWWhite Baffle
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