
Introducing the Lucid A, with powerful illumination & adavance 
LED technology, a modern, minimal design allows it to fit into any 
residential or commercial space.

+ Integrated driver
+ Improved High Efficiency 100lm/W
+ High quality aluminium housing with polycarbonate opal diffuser
+ Available with silver or white base
+ Compatible with remote Casambi CBU-TED Bluetooth Controllable

Dimmer (71-CASCBU)

LUCID A

DIMENSIONS (mm)

GENERAL SPECIFICATIONS

LED 18W  |  29W

Lumens 1800 lm  |  2900lm 

Colour
3000K, Warm White

4000K, Cool White (demand only)

Beam 110° 

Material PMMA  |  Polycarbonate

Finish White  |  Silver 

IP 20

DRIVER SPECIFICATIONS

L 104 x W 43 x H 24mm

Power 240V Remote Dimmable
Driver

Dimming  Phase Cut Dimming

DRIVER SPECIFICATIONS

Power

Dimming Phase Cut Dimming
versions available 
(D)

PRODUCT CODE

White, 3000K, 36° 118-ED2L13W363

White, 3000K, 60° 118-ED2L13W364

White, 4000K, 36° 118-ED2L13W603

White, 4000K, 60° 118-ED2L13W604

Black, 3000K, 36° 118-ED2L13W363

Black, 3000K, 60° 118-ED2L13W364

Black, 4000K, 36° 118-ED2L13W603

Black, 4000K, 60° 118-ED2L13W604

PRODUCT CODE

18W, White, Dimmable

18W, Silver, Dimmable

PROJECT DETAILS
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FEATURES

www.radiantlighting.com.au      1300 438 609

DIMENSIONS (mm)

3

CRI 80+

CRI
80+DIMMABLE

Power Factor > 0.95

110°

240V Built-In Driver

83-LCDA2918DW

83-LCDA2918DS

IP20
LED

Warranty 3 Years

18W, White

18W, Silver

83-LCDA2918W

83-LCDA2918S

29W, White, Dimmable

29W, Silver, Dimmable

83-LCDA2929DW

83-LCDA2929DS

29W, White

29W, Silver

83-LCDA2929W

83-LCDA2929S
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